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Cautions On Operations 
  

 
 
 
1. Do not dismantle/remodel the TV and do not press or knock LCD screen. 
2. Do not put the product under direct sunlight or near heat tank, heater. 
3. Do not put flammable, explosive material near it. 
4. Keep it away from magnetic field and radio generator such as mobile phone. 
5. Avoid working condition of abrupt temperature change. 
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RCA MALE TO F FEMALE                    PAL FEMALE TO RCA MALE 
 
 
 

 

Tube

Main Frame

Bolt 

Nut

Base

Main Frame Nut  
 

 
Plate for bath room (wall-mounting)        Stainless tube for bath tub (tub fixed) 
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Side view of Transmitter  
 
 
 

 
 

                         Front view of Transmitter  
 
Connection with TV signal 
Driving point impedance of antenna is 75Ω, one end of coaxial cable connects with 75Ω 
antenna, and the other end connects with socket of antenna in transmitter. If using a 300Ω 
oblate feeder line, it must go through a 300Ω/75Ω converter first, and then connects to antenna 
socket.  
 

Indicator light for LAN LINK  

Indicator light for ACT  

POWER indicator light 

STEREO indicator light 

Power 
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POWER-OFF                           
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VII. Trouble-shooting  
 
Wireless Signal 

 
This monitor (Receiver) only can receive signals from transmitter box. Location and user 
environment will influence signal transmission quality. So, in order to get a high performance 
signal, choose a proper location to place the transmitter box. 

 
Sometimes you will lose signal when watching TV. To overcome, Follow steps below: 
 
First, check the power source and turn it off and on again. If the signal still can’t be received, 
please make sure you are close enough to the transmitter. Environments bad for signals are 
places such as basements, hollow areas, building corners or places simply too far away. 
 
Using Wireless TV uses 802.11a/b/g wireless transmission specification to transports signals with 
2.4GHz & 5GHz frequencies as defined by IEEE. Signals transmitted out over 30 meters should be 
supported. Unfortunately, there are too much wireless equipment in houses that can affect signal 
transport quality. 

 
Factors affecting transmission include microwave ovens or other high frequency electromagnetic 
waves. Reinforced concrete walls, large-scale metal products and metal furniture should not be 
located near machine. Water creates an obstacle and should not be placed near the machine. 
Human bodies such as a person passing through the signal can cause poor signal quality. 
 

How to improve the wireless signal quality? 
 

Remove all obstacles that might reflect the signal. This could include furniture, cabinets, and walls. 
If a user feels the wireless signal is not good enough, place the receiver at a new angle or readjust 
its position to make an improvement. 

 
Troubles Trouble-shooting 
No power source, 
indicator light off  

Check if power source plug is in socket, or loose out of 
socket.     
After plug off, wait for 15 seconds before plug again. 

” No signal” appear on 
screen  

Check connection between AV、TV signal lines, and if the 
transmitter is on and connections correct. 

Too bright or too dim  Refer to “Picture menu” to adjust “brightness”，“contrast”   

Image with mosaic or 
noise  

Adjust transmitter box position or shut it 1 minute then turn it 
on again. 

Image with interference or 
noise 

It might be caused by home appliance, car, motorcycle, 
fluorescent light and cell phone, etc. 

Normal image but no 
sound  

Check if mute function is on. Check connection between 
Audio input port on TV side and Audio output pot in 
peripheral equipment.   

Image is normal but with 
noise 

Check sound system selection. 

monochrome picture with 
noise 

Bad input signal, try fine-tuning.   
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Notice: 
 
About screen flaw 

Production of TFT screen adopts high technology; even so, screen may have dead 
point. It does not mean trouble.  

About remnant image 
It happens that remnant image exists after a short display of a still picture. The 
remaining image will be disappeared within several minutes and resume to normal 
condition. If it works in high temperature, the remaining image might disappear after 
dozens of minutes. The above condition is not fault.   

About screen  
LCD screen display image through internal light up of fluorescent material. Therefore, 
temperature of LCD surface might rise. Although the product adopts additional 
anti-pressure glass screen, please still not to press screen with finger or palm. 
Otherwise, it might damage liquid crystal or break glass. 

About Usage under low temperature 
When use under low temperature, reaction of LCD screen might slow down. In some 
cases, the feature might cause image remaining, it is not fault. Once back to normal 
temperature, it will resume. 

  


