

















Please install the rubber seals(2) on the above and under edge of the right-front stationary glass. Insert rubber seal (2)
on the left edge of the glass.

SUNSHINE Installation Instruction Installation procedure

Install the clamp according to the diagram, then use M6X16(C)(C1.C2) to connect the right-front stationary glass.
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Place the right-front glass on the basin, according the diagram, insert the edge of the glass into the aluminum on
front stationary glass, then insert the rubber seal.



SUNSHINE Installation Instruction Installation procedure

19.

Adjust the right-front stationary glass, use M6X25(f)(f1.f2) to connect the glass and basin through the clamp and the
hole in basin.

20.

Place the top onto the body, use M6X20(e)(el.e2) to connect the unit.



SUNSHINE Installation Instruction Installation procedure

Use M6X25(f)(f1.f2) to connect the glass and the top through holes in top and clamps.
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Adjust all the screws, to make the whole unit steady.



SUNSHINE Installation Instruction Installation procedure
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According to the diagram, use M6X16(C ) ( C1.C2) to install the movable glass door axletree, and make sure the two
axletrees are in the same direction, and the door open outside.

24.




According to the arrowhead, install the rubber seal correctly. The rubber seal A should be installed after finishing the
whole unit.

SUNSHINE Installation Instruction

Installation procedure

25.

Now the installation is finished, adjust the axletree and the movable glass door, and make sure the movable glass

door is totally connected with the front stationary glass with no gap.



SUNSHINE Installation Instruction Installation procedure

27.
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Install the door handle.

Water pipe for head shower

/

28.

Pull the pipe pointed on the figure through the hole on the top cover, connect to the spout of the top shower, like the

zoomed out figure.



SUNSHINE Installation Instruction Installation procedure

29.

Water pipe

The water pipe showed above should be connected to the pipes on the wall. Blue is for cold water, red for hot water.





