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Features

+  �Matt black finish aluminium profile

+  �6mm toughened glass tested to EN12150

+  �20mm compensator adjustment on wall fixing

+  �Panel turning with lift feature

+  �The panel turns 180o and blocks at 90o and 270o from the 
fixed panel

Benefits

+  �Matt black finish for a contemporary look

+  �Rising butt hinge for the deflector panel, allowing an easy 
manipulation

+  �The advantages of 6mm glass over 8mm or thicker glass 
are: lighter weight panel, making it easier for the user to open 
(important feature for the care market) and in addition, it puts 
less stress on the door hinges, which is important for long-
term performance

+  �Easy installation

+  �Compatible with shower trays, wet floors and vinyl flooring

Product Overview

The product is a fixed glass screen with a pivoting deflector 
panel on the end.
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LIFETIME
WARRANTY

Product Compatibility

The product is not compatible with the 
Larenco glass screen range

Sizes & options	

The product is available in 3 sizes, with 
a 800mm, 900mm or a 1000mm fixed 
panel

Product Codes: 

Black Level Best Deflector Panel 800 x 400 NC � 27018BK

Black Level Best Deflector Panel 900 x 400 NC � 27031BK 

Black Level Best Deflector Panel 1000 x 400 NC� 27017BK

NC = Non Coated
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Product Specification

+  �Matt black finish aluminium profile

+  �6mm toughened glass tested to EN12150

+  �Screens tested EN 14428

+  �20mm compensator adjustment on wall fixing

+  �Hinge attached to the fixed panel

+  �Panel turning with lift feature

+  �Trimmable corner block to suit vinyl floor coving round corner included

+  �1 fixed panel and 1 moving panel; Non handed

+  �Screen height is 1900mm

+  �Fixed panel widths are: 800(+0/-20)mm, 900(+0/-20)mm, 1000(+0/-20)mm

+  �Deflector panel widths is: 400mm

+  �No stay clear coating

Materials of construction:

+  �Glass 

+  �Aluminium

+  �PVC components

Dimensions

A= �800(+0/-20)mm  
900(+0/-20)mm 
1000(+0/-20)

B = 1900mm

C = 400mm
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