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Features

+   Integral stainless steel grab riser rail can support up to 150kg 
for additional support and peace of mind 

+   Three spray patterns settings for maximum showering 
comfort 

+   Extended 2m shower hose ideal for assisted showering

+   Easy-push buttons for shower head height adjustments

+   Soap dish / shelf included as standard and situated within 
easy reach for user

+   Additional shower head bracket for alternative positioning 
within the enclosure

+   Hose retaining ring integral within soap dish prevents shower 
head being dropped and contaminated

Product Overview

Chrome mixer shower with additional care accessory kit gives 
ultimate style and support when showering.

Arka® Care Mixer Shower

April 2021

Guarantee & Approvals

Benefits

+   Provides greater flexibility and is especially useful for assisted 
showering

+   Offers a choice of comfort and preference

+      Perfect for any modern bathroom

+   Provides easy accessibility for shower accessories

+   Suitable for users of all abilities

+   Check Valves aid with backflow prevention

+   Designed for easy operation

+   Can be adjusted to accommodate users requirements

+   Thermostatically controlled to prevent scalding and provides 
ultimate reassurance

+   Offers flexible shower head positioning 3 YEAR
WARRANTY

Extended 
options 

available

Product Codes  

Arka Care Mixer Shower 25420CH
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Dimensions:

Arka® Care Mixer Shower
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Product Specification

+   Minimum Dynamic Pressure: 0.5 Bar

+   Maximum Dynamic Pressure: 5 Bar

+   Maximum Static Pressure: 10 Bar

+   Dimension for Fitting: 150mm Inlet Centres

+   Water Entry: Back

+   Inlet Connectors: 3/4” BSP

+   Valve Type:  Bar Valve with Dual Independent. Thermostatic and Flow Control 

+   Approvals: TMV3, WRAS, BSEN1111:1999, BSEN1287:1999 

+   Maximum Pre-Set Temperature: 41/38°C

+   Approximate ECO Flow: 7-8.5 Litres per Minute (when tested at 3 Bar)

+   Maximum Flow: 21 Litres per Minute (when tested at 3 Bar)


