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Spec i f i cat ion
Style: Commercial

Finish/Colour: Chrome

Main Construction Material: Brass

No of Controls: N/A

Shower Type: N/A

Shower Head Type: Vandal Resistant Showerhead

Plumbing System Suitability: All - Ideally Balanced

Working Pressure Range: Dependant upon shower valve/mixer specified

Connection Inlet: 15mm Compression

F low Rates  ( l /min)
System Pressure (bar) 0.2 0.5 1 2 3 5

Through Fixed Head (mixed) 13.5 22.9 33.6 48.8 59.8 77.2

D imens ions  (measurements  in  mm)

Bristan, Birch Coppice Business Park, Dordon, Tamworth, B78 1SG. Web Site: www.bristan.com Telephone: 0330 026 6273. Email: enquire@bristan.com.
See www.bristan.com/guarantees for more information. The information contained on this page was correct at date of issue. Fitting Dimensions are provided as a guide only.  
Some variation may occur due to manufacturing tolerances. Bristan pursues a policy of continuous improvement in design and performance of its products and so reserves  
the right to change specifications without prior notice.
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Features:

• Suitable for exposed or 
concealed pipework

• Concealed fixings and security 
screw heads for tamper 
resistance

• Bottom or rear supply
• Supplied with optional spray 

rings
• 15mm inlet connection

Product Certifications:   

WRAS Certificate No: 1804700
WRAS Expiry Date: 30/04/2023

For more products, visit our website:
http://www.bristan.com
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