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Please keep these instructions for future reference and request of 
replacement part

Before starting any installation project 
please consider:

Prior to drilling into walls, check there are 
no hidden electrical wires, cables or water 
supply pipes with the aid of an electronic 
detector. If you use power tools do not 
forget:

� Wear eye protection
� Unplug equipment after use



ContentsContentsContentsContents

1. All-in-one rigid riser tube
2. Wall bracket * 1
3. Slider
These parts are all linked

InstallationInstallationInstallationInstallation

1. Identify all components and check for completeness particularly before 
commencing installation.

2. Decide required position of rigid riser (1) bearing in mind the height of the 
shower users when a shower head (not supplied) is fitted as this will determine 
the available height to shower under. Also consider the position of the Shower 
Valve/Bath Shower Mixer.

3. Mark the position on wall surface for screw hole in wall bracket (2).
4. Drill holes to suit wall plug supplied (if required – dependent on wall rigid riser is 

to be fitted).
5. For use with a Bath Shower Mixer – Check the distance between the mixer when 

fitted to the bath and the wall to determine the required height of the Rigid Riser 
with connection by loosely assembling at first then measuring and marking 
position(s), make sure markings are such that the pipe can fit fully into the make sure markings are such that the pipe can fit fully into the make sure markings are such that the pipe can fit fully into the make sure markings are such that the pipe can fit fully into the 
fittingsfittingsfittingsfittings. Connect all joints and tighten (DO NOT OVERTIGHTEN and protect all (DO NOT OVERTIGHTEN and protect all (DO NOT OVERTIGHTEN and protect all (DO NOT OVERTIGHTEN and protect all 
chrome plated nuts with a cloth to avoid marking during tightening) chrome plated nuts with a cloth to avoid marking during tightening) chrome plated nuts with a cloth to avoid marking during tightening) chrome plated nuts with a cloth to avoid marking during tightening) and 
check for leaks.

6. See back page for aftercare instructions.



General InformationGeneral InformationGeneral InformationGeneral Information

This rigid riser assembly can be used with a shower valve that has a top outlet that 
incorporates a G1/2” fitting or a bath shower mixer with a G1/2” Compression Joint.
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Aftercare instructionsAftercare instructionsAftercare instructionsAftercare instructions
Your fitting has a high quality finish and should be treated with care to preserve the 
visible surfaces.
All surface finished will wear if not cleaned correctly, the only safe way to clean your 
Riser Rail is to wipe with a soft damp cloth. Stains can be removed using washing up 
liquid. All bath cleaning powders and liquids may damage the surface of your fitting, 
even the non-scratch cleaners.

NOTE: Never use abrasive detergents or disinfectants or those containing NOTE: Never use abrasive detergents or disinfectants or those containing NOTE: Never use abrasive detergents or disinfectants or those containing NOTE: Never use abrasive detergents or disinfectants or those containing 
alcohol, hydrochloric acid or phosphoric acid.alcohol, hydrochloric acid or phosphoric acid.alcohol, hydrochloric acid or phosphoric acid.alcohol, hydrochloric acid or phosphoric acid.

GuaranteeGuaranteeGuaranteeGuarantee
All products are manufactured to the highest standards and a 1 year guarantee 
covers any defect in manufacture.

In the interests of continuous product development, we reserve the right to alter 
specification as necessary.
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