1- G&mme rezervuar igerisinden ¢ikan baglanti
gubuklarini, resimde gériildiigi sekil ve dlciide (105mm)
yerlestiriniz, gerektigi durumlarda cubuklari keszbilirsiniz.

Place courier bolds that comes out of the concealed
cistern in the way and the length (105mm) shown
in the drawing. Cut the courrier bolds if necessary.

2 - Baglanti cubuklar tizerine klozet montaj aparatini
resimde goriildtgu sekil ve &lciide takip su terazisi ile
yere paralel olmalarini saglayin, somun ve vida ile
klozet montaj aparatini sabitleyin.

Install the mounting apparatus on the courier bolds

in the way and the length shown in the drawing, place
them parallel to the floor with the help of spirit level,
mount the mounting apparatus using nut and screw.

3 - Klozeti dikkatli bir sekilde temiz su ve pissu
giderini gbze alarak duvara dogru iterek klozet
montaj aparati tizerine yerlestirin.

Place the Closet on mounting apparatus by pushing
carefully towards the wall, minding clean water drain
and dirty water drain.

4 - Kapak montaj deliklerine sabitleme vidalarini takip
paket icerisinden ¢ikan anahtar ile ok yéniinde
gevirerek sabitleyin

Install fixing screws on mounting holes for the
seat cover. Turn them clockwise with the wrench
coming out of package in order to fix screws.

5 - Klozet kapagi montaj deliklerinden dikkatlice
sekildeki yone dogru Alian anahtariyla
cevirerek sikin ve duvara montajini tamamlayin.

Turn the screws clockwise carefully using allen wrench
through the mounting hole to fix and complete
mounting Closet to the wall.

6 - Sonrasinda klozet kapagi montaj aparatlarini
klozetin montajini gergeklestirdiginiz yere takin
kapak uyumunu saglayip montaji tamamlayin.

After that, install Closet seat cover mounting apparatus
on the place where Closet is mounted. Complete
mounting by fixing the seat cover.




