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Optional insertable feet in pairs  
adds 120mm to the height

Code Description Price

T2F 2 column £60 per pair

T3F 3 column £60 per pair

T4F 4 column £60 per pair

T6F 6 column £60 per pair

Sizes
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& COL 10 BAR

10 
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GUARANTEEMATERIAL

Laser Klassic
Product Features

•	 Kartell Tubular Steel Radiators are 	 	

	 designed with clean lines and  

	 perfectly assembled using laser  

	 welding technology

•	 A flexible and broad range of sizes and 		

	 colours ensure their adaptability to any 		

	 housing needs

•	 The perfectly rounded heads make  

	 them ideal where the safety of children 

	 is a key requirement

•	 A versatile radiator, harmonious in  

	 any location

•	 Available in different colours to suit  

	 your needs, taste and furnishings

•	 An innovative and stylish radiator, 	 	

	 manufactured using laser welding  

	 techniques that produce an invisible  

	 weld with hard wearing and high  

	 quality paint finish

Two column Three column Four column Six column Complete with fixings

Las Vegas (with Laser Klassic column 
radiator) see page 7 of the design side 
for technical specifications.

Optional feet
RRP £60 per pair.

DELIVERY
CODE

A
THIS ITEM NORMALLY 
DISPATCHED WITHIN 
48 HOURS of order



2 Columns 3 Columns 4 Columns 5 Columns 6 Columns

Depth = 66mm Depth = 107mm Depth = 148mm Depth = 189mm Depth = 230mm 

Width = 46mm
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300 230 D 0.40 0.50 24.30 0.56 0.78 33.60 0.72 1.05 43.60 0.90 1.36 54.20 1.09 1.55 63.90

400 330 D 0.50 0.60 31.10 0.68 1.00 43.20 0.88 1.33 55.90 1.10 1.70 69.80 1.33 1.97 81.90

500 430 D 0.60 0.80 38.00 0.80 1.21 52.50 1.04 1.61 68.00 1.30 2.05 85.00 1.57 2.40 99.40

570 500 D 0.60 0.90 42.80 0.85 1.30 58.50 1.14 1.80 75.60 1.42 2.29 94.60 1.75 2.70 111.00

600 530 D 0.70 0.90 44.80 0.91 1.41 61.70 1.20 1.88 79.70 1.51 2.42 99.80 1.82 2.83 116.00

670 600 D 0.70 1.00 49.60 1.01 1.58 67.60 1.30 2.00 87.30 1.62 2.63 109.00 1.92 3.05 127.00

685 615 D 0.70 1.10 50.60 1.02 1.60 69.40 1.34 2.13 89.60 1.66 2.70 112.00 1.96 3.20 131.00

750 680 D 0.80 1.10 55.00 1.10 1.73 75.20 1.44 2.31 97.00 1.80 2.93 121.00 2.18 3.46 142.00

770 700 D 0.80 1.20 56.30 1.14 1.79 76.60 1.45 2.34 98.70 1.83 2.99 124.00 2.22 3.55 144.00

865 795 D 0.90 1.30 62.70 1.25 1.99 85.50 1.62 2.64 110.00 2.02 3.32 138.00 2.46 3.96 160.00

885 815 D 0.90 1.40 64.10 1.26 2.01 87.20 1.67 2.70 112.00 2.07 3.42 140.00 2.50 4.02 164.00

900 830 D 0.90 1.40 65.10 1.27 2.03 88.60 1.69 2.73 114.00 2.10 3.47 142.00 2.54 4.10 166.00

1000 930 D 1.00 1.50 72.10 1.40 2.26 97.40 1.84 3.02 125.00 2.30 3.81 156.00 2.79 4.52 182.00

1200 1130 D 1.10 1.80 85.60 1.65 2.70 115.00 2.15 3.57 147.00 2.70 4.52 183.00 3.27 5.36 215.00

1500 1430 D 1.40 2.20 106.40 2.00 3.31 141.00 2.63 4.42 180.00 3.31 5.58 223.00 3.99 6.63 262.00

1800 1730 D 1.60 2.60 127.70 2.37 3.94 168.00 3.12 5.27 213.00 3.91 6.64 261.00 4.70 7.98 309.00

2000 1930 D 1.70 2.90 142.30 2.61 4.36 186.00 3.43 5.82 234.00 4.29 7.32 287.00 5.18 8.73 341.00

2200 2130 D 1.90 3.20 157.20 2.92 4.91 204.00 3.75 6.37 256.00 4.69 8.03 311.00 6.66 9.51 372.00

2500 2430 D 2.10 3.60 180.10 3.20 5.42 231.00 7.22 7.22 288.00 5.32 9.10 348.00 7.10 10.85 419.00

Order hotline 01234 363 393    Online www.kartelluk.com

Code No. of 
columns

Height (mm) C/C Tappings 
(mm) Depth (mm) Width  

(mm)
No. of 

Sections
Heat Output  ∆T50° Total 

Weight 
(Kg)

Water 
Content 
(Litre)

Delivery 
Code

Price 
(£)A B C Watts  BTUs

LCL206014 2 600 530 66 644 14 627 2140 12.6 12.6 A 231.91
LCL206018 2 600 530 66 828 18 806 2751 16.2 16.2 A 295.74
LCL206022 2 600 530 66 1012 22 986 3363 19.8 19.8 A 359.57
LCL206026 2 600 530 66 1196 26 1165 3974 23.4 23.4 A 487.23
LCL215007 2 1500 1430 66 322 7 745 2541 15.4 15.4 A 272.09
LCL215009 2 1500 1430 66 414 9 958 3267 19.8 19.8 A 311.23
LCL215011 2 1500 1430 66 506 11 1170 3993 24.2 24.2 A 389.53
LCL218007 2 1800 1730 66 322 7 894 3050 18.2 18.2 A 295.74
LCL218009 2 1800 1730 66 414 9 1149 3921 23.4 23.4 A 338.30
LCL218011 2 1800 1730 66 506 11 1405 4793 28.6 28.6 A 423.40
LCL318007 3 1800 1730 107 322 7 1215 4146 28.0 28.0 A 473.19
LCL318009 3 1800 1730 107 414 9 1562 5331 36.0 36.0 A 541.28
LCL318011 3 1800 1730 107 506 11 1910 6516 44.0 44.0 A 677.45
LCL306014 3 600 530 107 644 14 851 2904 19.6 19.6 A 253.19
LCL306018 3 600 530 107 828 18 1094 3734 25.2 25.2 A 317.02
LCL306022 3 600 530 107 1012 22 1338 4564 30.8 30.8 A 402.13
LCL306026 3 600 530 107 1196 26 1581 5394 36.4 36.4 A 551.06
LCL404014 4 400 330 148 644 14 777 2651 16.8 16.8 A 361.22
LCL404018 4 400 330 148 828 18 999 3409 21.6 21.6 A 455.88
LCL404022 4 400 330 148 1012 22 1221 4166 26.4 26.4 A 556.77
LCL404026 4 400 330 148 1196 26 1443 4924 31.2 31.2 A 660.10
LCL406014 4 600 530 148 644 14 1135 3874 25.2 25.2 A 274.47
LCL406018 4 600 530 148 828 18 1460 4981 32.4 32.4 A 359.57
LCL406022 4 600 530 148 1012 22 1784 6088 39.6 39.6 A 465.96
LCL406026 4 600 530 148 1196 26 2109 7195 46.8 46.8 A 593.62
LCL407514 4 750 680 148 644 14 1400 4777 30.8 30.8 A 315.64
LCL407518 4 750 680 148 828 18 1800 6142 39.6 39.6 A 413.51
LCL407522 4 750 680 148 1012 22 2200 7506 48.4 48.4 A 535.85
LCL407526 4 750 680 148 1196 26 2600 8871 57.2 57.2 A 682.66
LCL603022 6 300 230 230 1012 22 1371 4676 33.0 33.0 A 748.09
LCL603026 6 300 230 230 1196 26 1620 5527 39.0 39.0 A 877.32
LCL603030 6 300 230 230 1380 30 1869 6377 45.0 45.0 A 997.65

Laser Klassic

Radiators with a height of 1500mm and 1800mm are supplied with a factory fitted water diverter. 

Radiators available from stock.

Bespoke manufactured radiators – sectional details. Price on application. 
Divide your required radiator length by 46mm (section width) to determine the number of sections, round up or down as applicable as the radiator can only compromise complete  
sections and then choose your required height, depth and output.


